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AWARNING

Failure to read and
understand operator's
manual & all safety signs
could result in serious injury.

Manual must remain
with machine.
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INTRODUCTION

Thank you for purchasingBale King bale processor. With the proper operation and service as

outlined in this manual, the Bale King will provide you with yeargadiblefree operation.

This is a complete safety, operation aadt® manual for the Bale Kind360. The manual

covers in detdihow to safely and effectively use your new processor. The procedures outlined in

this manual should be followed to ensure safe operation and longevity of your machine. The parts

manual covers all parts you may need to order in case of accident or bvealRlease read

completely through this manual before beginning operation of your new machine.

Safety Precautions

The following safety precautions MUST be followed to ensure safe operation of the Bale King
bale processor.

T
T
T

ALWAYS turn OFF the tractor when leaving the operating platform.
DO NOT stand in front of the discharge ¢buwhile the machine is running.

DO NOT walk or move under the bale forks when they are in the upward position, unless
the cylinder safety lock is in place.

DO NOT enter the machine while in operation.

DO NOT clean machine while in operation.

DO NOT stick any device into the machine to clear debris while the machine is in
operation.

ALWAYS turn off the machine when cleaning the machine, removing twine, or
hooking/unhooking the machine

ALWAYS use safety chain when towing the machinebaighway.

DO NOT operate if any part of tHeTO safety shieldingis missing or is not secured.
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Safety Decals

Power Take-off
The operator must obey all safety labels and must maintain the proper shielding. A high percentage

of drive-line injuries occur whesafety shielding is missing or not functioning properly.

A\ DANGER

ROTATING PTO DRIVELINE HAZARD

To prevent serious injury or death:

* Keep body, hair, and clothing away from rotating
PTO driveline.

* Do not operate equipment unless all driveline, fractor,

and equipment shields are in place and in good

working order.

Make certain the driveline shields turn freely

on driveline.

Make certain the driveline is securely aftached at

both ends.

Do not exceed operating speed of 1000 rpm.

Keep u-joint angles small and equal. Do not exceed

maximum recommended length for PTO driveline.

Made in Canada 12219

399CEEO072 399CEEO051

MADE IM ITALY

B90GEEDO 498

Eo ey |
fali

A

WADE hITady

A

BONDIOLI & PAVESI S.p A I_a
PC.BOK 50A - 25000 SULZARA (M) - ITALY

L]

[ 4 32F Immagne 1054

DANGER: Contact with a rotating drivdine can causeserious injury or death.
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Discharge

—Y

| S = S
| sz, DANGER)]

-----

DANGER: Do not stand on the discharge side of the machine while it isperation.
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Rear Fork Lift Area

DANGER

®

STAND CLEAR
OF LIFT AREA

DANGER: Stand clearof lift area. Do not stand under the forks unless safety locks are

installed.

Deflector Safety Lock: Unlock for Operation, Lock for Transport and Storage.

Bridgeview Manufacturing Inc. 4



FEATURES & OPERATION

Power Take-off

The Bale King bale processor has a PTO shaft which is splined on both ends. The
implement end uses1-3/4"-20 splinewith wedge lock bolts. Install onto the gearbox and tighten
the wedge bolts. The bolts should begued tal60 ft-Ib and retorqued after 8 hrs of use.

The tractor end comes standard with&8"-21 spline quick detach constant velocity joint.
An optional 13/4"-20 spline yoke is available through your Bale King dealer.

The Bale King processor is designed to use a minimudDOMHP. The drive shatft is
sheatbolt protected. The machine must be operatd®@® PTO RPM.

NOTE: Spread yokes and twisted drive shafts are sign@¥ERLOAD, not a manuf act
defect and the=fore not covered by warranty.

1 DO NOT operate the machine using a spline adaptor. Use of adaptoveidilarranty
due to damage caused to the tractor PTO, PTO driveshatft, or implement.

1 DO NOT operate at 540 rpm, or use any kind of adaptor to connect to a 540 rpm spline.

1 Always ensure that the PTO shaft is attached securely to the tractor. When the processor
is not hooked to the tractor, store the shaft on the PTO holder.

1 DO NOT transport tle processor without securing the PTO sh@#e next page for
securing instruction.

1 Always ensure that the drawbar is adjusted t6 ftom the end of the tractor PTO shaft to
the center of the hole in the drawbar.

Operation
To engage the rotor fprocessing a bale, be sure the PTO shatft is properly connected to the tractor.
Engage the PTO at idle. After the PTO is fully engaged, increase PTO speed until & 1686he
RPM.

The processor must not run at any speedthess D00 PTO RPMas it may result in the

flails springing back against the rotor after they come in contact with the balei backsiam
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may cause flails to fatigue and excessive vibration which may cause the bearings Balfzsl.

may be dumped into the tub while the rasstopped or while it is running.

Shear Bolt

All new Bale Kingprocessorsre equipped with shear boltclutch locatedat the implement end
of the PTO shaft. The correct size shear bad/8&x 2 0 a@ab. Any other size or grade will
damagethe shear assemblyspare shear bolts are shipped with each new maeimd are stored
along the front togip of the tub.

If your shearbolt is shearing excessively you may be eeading the machine. |If this
occursraise the grate assembly to make the machine less aggressive, or roll the bale more slowly.
Always ensure that your machine is running at 100@TO RPM.

NOTE: Please consult your local dealer to help pinpoint any problems.

PTO Holder
A PTO shaft holdeis standard with your

new Bale King, for safe storage of t
PTO shaft when the processor is not
use.

When unhooking the PTO shafss
from the tractor, lift the PTO holder to it}

upright position and rest the PTO in tH
holder. Do NOT transport th@achine with the PTO in the holder, slide the outer PTO shaft out
and secure elsewhere. When transporting, fasten the inner PTO shaft to the machine and cover the

open splined end.
The hydraulic hoses may need to be adjusted to best fit your tracwnitbdamage

from rubbing on the PTO shaft shield. This can be done behgsthe bolt on top of the
plastic hose clamp, then pushing or pulling on the hoses to adjust the length.
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PTO Use and Maintenance

ShutOFF the tractor engine and remove the keyooe doing any maintenance on the machine.

Use ONLY genuin&Veaskr parts when replacing amyorn or damaged PTO components.

Length

Confirm the minimum and maximum working lengths of the dline.

11/311/3|1/3
>

The telescoping tubes must overlap at least 1tBeof length when inj
) m——

use. The PTO is designed to be used with a drawbar length of 16'
the end of the PTO shaft. Adjust your tractor accordingly.

1/3

A .

F 3

Shielding
Be sure that the shielding is not damaged and rqt

freely on the drive shaft.

WorkingAngles
[\
Constant Velocity joints can operate up to 80 degrees for sl J

periods of time. Do not operate for long periods on sharp angles

Attachment

Be sure the drivdine is properly attached and all bolts and screws

tight on the implement input aft and on the tractor PTO shaft.

Storage

When not in use, cover or protect the drive shaft from the weartner.

When removed from the machine store both halves together to prevent damage.

components for proper function and lubrication befae. u
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BEFORE ATTEMPTING ANY REPAIR PROCEDURES,
ALWAYS USE APPROPRIATE EQUIPMENT SUCH AS
SAFETY GLASSES, SAFETY SHOES, AND GLOVES

~

4 A4

Shield Removal

1 To remove the shield, pop out the red snap, thenr
theguardon the bearing to line up the three tabs

the openings and pull it off away from the knuc

joint.

1 Remove the nylon bearing from the shaft by spreade

it open.

Shield Assembly

1 Be sue to lubricate the groove in the inner yokes wheresttield
bearing rides. Reinstafihieldsin the reverse order that they wey

removed.
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Hydraulics

WARNING : Pressurized hydraulic fluid can TR

cause serious injury. WARNI N G

' When working with hydrauliequipment, Relieve pressure before
disconnecting lines.
DO NOT use hands to
check for leaks. Consult
physician immediately if
skin penetration occurs

e HIGH PRESSURE
hose or fitting. . FLUID HAZARD /

eye and hand protection should be wor ||

Do not test foteaks with bare hands.

Relieve any pressure before removing

1 Never work under components raised by hydraulic equipment unless supported externally.

There aréhreesets ofhydraulic hoses to connect to the tracksich hose has a coloured marker
to identify its function.They should be connected best convenience for the tractor's controls.
Note that the hoses are paired by colour and the following tables showdration when pushing
oil into the hose with the longer marker.

5300 - 3 Remotes

Hose Marker Function
Long Red Turn agitators clockwise
Long Blue Lift rear fork

Long Yellow Lift discharge deflector

An optional diverter kitBMI # 25091)is avalable to allow the Bale King3O0 to un using only
two sets of hoses. The function is then determined by a control box, mounted in the cab of the
tractor.

5300- 2 Remotes

Hose Marker Function
Long Red Turn agitators clockwise
Long Blue Lift rear forkor deflector

Always set the tractor's hydraulic flow at a lower rate and adjust it upward until the desired speed

is reached. Excessive oil flow may damage the flow divider cartridge.
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Cylinder Maintenance

The hydrauliccylinders are easilyemoved for repair or maintenang
simply by:

1 Lowering the fork (or deflector) to the down position a'

unhooking the hydraulic lines. Be sure there is no pressure o

lines and mark the line locations so there is no confusion w
reinstalling the cylindersCheckhydraulic schematics.

1 Removingthe cotter pin closest to the frame of the machine

sliding the cylinder pins out
1 To reinstall, reverse the removal procedure
NOTE: Always cover exposed cylinder shafts with grease to avoid rusting of shafts if the unit is
not used for extended periods time. Rusted cylinder stits are NOT covered by warranty
NOTE: Check all hoses and fittings periodically for leaks. Tighten or replace any dripping

components or any worn out hoses.

Implement Tongue

The adjustablditch on the Bale King features a cast sin
tongue with hammer strap inserfhis allowsfor use with
tractors equipped witta hammer strap or witha single

drawbar. It also allows the machinéo move independentl

over rough terrain thout bending the draw pin.
1 Make sure that the drawbar is setl®inchesbehind
the PTO shaft for proper PTO length.
Adjust the hitch height teeduce the PTO angle as much as possible.

DO NOT install the insert if using a tractor with a hammer strap as ithisend the hitch
pin.
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Rear Fork Tines

The rear fork bale tines can be adjusted side to

de

by removing the pin connecting the tine to the machine pnd

replacing the tine in the other available gap. Always §se

tines in the same position on either didlé&eep théoadon

the forks and cylinders balanced.

For transport and safety when working under th¢

forks, install thered safety locks onto the lift cylindeifhe
Bale King 5300 is equipped with sealatching safety locks
that do notrequire a pin to lock in place. To instdlft the

fork all the way upwith the hydraulicsplacethe pin catclof

the cylinder lock against the top pin, and swing into plafe,

resting the base of the lock on the face of the cylin

chamber.

Her
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